Adaptacija enterijera teretane - Pluzine
TERMOTEHNIKA



TehniCki opis

A. Klimatizacija objekta

Odabir sistema klimatizacije odnosno grijanje i hladenje teretane je usvojen u odnosu na cjelokupne
energetske potrebe objekta i karakteristike i namjene samog tretiranog prostora. Kao najekonomicnije i najvise
energetski opravdano reSenje usvojen je VRF freonski sistem grijanja i hladenja. On se sastoji iz jedne
spoljasnje jedinice (AMO80BXMDGH/EU) koja je postavljena na fasadi objekta i unutradnjih kasetnih 4-smjenih
(AMOS6NNNDEH/EU) i 1-smjenih (AMO56NN1DEH/EU) jedinica. Oba tipa unutra$njih jednicia posjeduje
savremenu Wind Free tehnologiju za hladenje bez neugodnog uticaja strujanja vazduha. Spoljasnja jedinica
sistema posjeduje najsvremeniju tehnologiju rada Sestoplonog kompresora pa samim tim pruza nesmetan i
fungcionalan rad in a veoma niskim temperaturama ¢ak i do -25 °C. UnutraSnje jedinice se smjeStaju u
spustenom plafonu i pozicionirane su na mjestima koje najvise odgovaraju za brzo i efikasno zagrijavanje i
hladenje objekta. Pored svake unutradnije jedinice se moraju predvideti gipsane revizije min 400x400 mm u
spustenom plafonu za slucaja servisnih i operativnih potreba. Upravljanje unutasnjim jedinicama se vrSi
pomocu ziCanih kontrolera (MWR-WGOOJN) smjeStenih na ulazu u teretanu na poziciji lakog za upravljanje
0sobi odgovornoj za potrebe teretane.

Povezivanje spoljasnje i unutraSnjih jedinica se vr§i pomocuu bakarnih predizolovanih cijevi
odgovarajuceg promjera. Spajanje cjevovoda se vrSi mocu bakarnih raCvi koje se moraju pozicionirati u
pravilnom polozaju. Trase cjevovoda se vode takode u spustenom plafonu, vodeci racuna o ostalim elementima
koji se smjeStaju u spustenom plafonu (vodovodnih i kanalizacionih cijevi, struje idt) tako da ne dode do
njihovog preklapanja. Fiksiranje cijevovoda se vrSi pomocu ¢elicnih tipli, navojnih Sipki i Selni sa gumenom
oblogom.

Pored bakarnog razvoda od spoljasnje jedinice do svih unutrasnjih se mora razvesti komunikaciono
kablo u buziru, tako da jednicie budu redno vezane (od prve do zadnje redno ). Odvod kondezata od spoljasnjih
jedinica se vrSi pomocu PVC cijevi, takode u spuStenom plafonu do spoljanje sredine i najblzeg odvoda
atomsverske kanalizacije. PVC cijevi kao buzir sa komunikacionim kablom grupisati uz bakarni razvod tako da
zauzimaju Sto manje prostora. Dovodenje napojnog kabla do spoljadnje jedinice i do svih unutrasnjih jedinica
je obaveza elektro faze.
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B. Ventilacija teretane

Obzirom na intezivnu potrebu teretane za izmejnom vazduha zbog velike fiziCke aktivnosti ljudi koji u
njoj treniraju i borave, usvojen je sistem rekuperativne ventilacije. Predvidena su dva rekuperatora toplote od
1000 m3/h (EHR-S 1000). Rekuperatori omoguicavaju da se iskoristi toplota odpadnog vazduha i samim tim
se vrSi uSteda enrgije potrebne za zagrijavanje i hladenje svjezeg vazduha koji se ubacuje u objekat. Zahvat
svjezeg vazduha i odvod otpadnog vazduha se vrSi pomocu protivkiSnih aluminijskih zaluzina smjestenih na
fasadi objekta (FPR-A 500X370). Distribucija vazduha se vrSi pomocu spiro okruglih ventilacionih cijevi.
Ubacni vazduh se vrSi pomocu cijevi izolovanih plo¢astom izolacijom debljine 13mm. Cijevi otpadnog vazduha
se ne izoluju i mogu se farbait po Zelji investitora. Zbog veoma niskih temperatura u Pluzinama, na cjevovodu
ubacnog vazduha predviden je elektro-kanalni dogrijac vazduha snage 3 kW (EKD-0 315). Razvod samih spiro
dionica se vrSe u spustenom plafonu objekat.

Za distributivne elemente ventilacije predvideni su linijski difuzori razliCitih veli¢ina (LSD) u odnosu
na protok vazduha. Linijski difuzori posjeduju plenumske kutije sa regulatorom protoka za najbolje balanisranje
samog sistema. Veza izmedu linijskog difuzora i spiro kanal se ostvaruje pomocu flekisbilnog crijeva razlicitog
promjera u odnosu na tip linijskom difuzora i njegovog prikljucka. Na pozicijama automatike samog
rekuperatora i pozcijie elektro grijaca predvidjeti gipsane revizije min 400x400 mm. Upravljanje radom samih
rekuperatora se vrSi pomocu Zicanih kontrolera ( CTR-EHR-S Touch), sa mogu¢noS¢u podeSavanije 3 raliCite
brzine rada.

C. Ventilacija toaleta

Ventilacija toaleta se vrSi pomocu aksijalnih kanalskih venitlatora smjeStenih u spustenom plafonu (TT
MAX 125 ). Usis otpadnog vazduha se vrSi pomocu aero ventila pozicioniranih na spustenom plafonu
I posretstvom spiro kanala se izbacuju u spoljadnju sredinu. Otpadni vazduh se izbacuje kroz
protivkiSnu zaluzinu fiksiranih na fasadi objekta (FPR-B 125). Regulacija rad se ostvaruje pomocu
zicanog kontorlera(CTR basic) ili senzorski u zavisnosti od Zelje investitora.
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Table of Abbreviations

Abbreviation

Description

Add. Ref. Additional Refrigerant

AM Airflow Mode

Block Load Block Load

@] Cooling Operation Mode
Corr. Capa Correction Capacity

Corr. PI Correction Power Input

CR Combination Ratio

DB Dry Bulb Temperature

Des Temp Design Temperature

Dis. Temp. Discharge Temperature
Equip. Name Equipment Name

EWT Entering Water Temperature
FR Flow Rate

HM Heating Operation Mode
IDU Indoor Unit

LWT Leaving Water Temperature
Max. Capa Maximum Capacity

Min. HOR Minimum Heating Operation Ratio
obuU Outdoor Unit

Op. WF Range Operating Water Flow Range
Op. WT Range Operating Water Temperature Range

Operating Temp. Range

Operating Temperature Range

PHE Plate Heat Exchanger

Pipe Mat. Piping Material

PL Pressure Loss

PWL Sound Power level

Ref. Pipe Refrigerant Pipe

Rg. Vent. Vol. Required Ventilation Volume
SHC Sensible Heat Capacity

SPL Sound Pressure Level

TC Total Capacity

wB Wet Bulb Temperature
47/43, 120 DB/ WB, LWT (for DVM Chiller Heating capacity)
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Equipment List

i, DVMPro2.0

Type Model Code Qty. Description
OoDU AMO80BXMDGH/EU 1 DVM S Eco, Heat Pump
AMO56NN1DEH/EU 1 Cassette, WindFree 1Way
IDU
AMO56NNNDEH/EU 3 Cassette, WindFree 4Way 600*600(2*2)
MXJ-YA1509M 1 Y-joint
Pipe Mat.
MXJ-YA2512M 2 Y-joint
Controller MWR-WGO00JN 4 Wired remote controller
PC1BWFMAN 1 Front Panel, 1Way, WindFree, Stripe, DA White
Accessory
PC4SUFMAN 3 Front Panel, 4Way 600*600(2*2), 620mm WindFree, Triangle, DA White
Add. Ref. R410A 2.33 |kg
Length [m] / Quantity [EA]
Type Size
Liquid Pipe Gas Pipe H.P. Gas Total
6.35(1/4") 16.00 0.00 0.00 16.00
9.52(3/8") 8.70 0.00 0.00 8.70
Ref. Pipe 12.7(1/2") 0.00 16.00 0.00 16.00
15.88(5/8") 0.00 5.00 0.00 5.00
19.05(3/4") 0.00 3.70 0.00 3.70
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Piping

System (VRF)

Design Condition

i, DVMPro2.0

Outdoor Indoor
Design Condition (Air)
CM HM CM HM
Temperature (DB/WB) [°C] 35.0/26.0 -15.0/-16.1 27.0/19.0 20.0/15.0
Installation
Type Floor Room Name Equip. Name Model Code
obuU VRF AMO80BXMDGH/EU
3 AMO56NN1DEH/EU
5 AMO56NNNDEH/EU
IDU
6 AMO56NNNDEH/EU
7 AMO56NNNDEH/EU
Outdoor Unit
Max. Capa. [kW] Corr. Capa. [kW]
Equip. Name Model Code CR [%]
CM HM CM HM
VRF AMO80BXMDGH/EU 100.00 22.15 18.61 22.15 18.61
Indoor Unit
Des Temp[°C] Max. Capa. [kW] Corr. Capa. [kW]
Equip. Model Code AM | ecm | Hm ™ HM ™ HM
Name
WB DB TC SHC TC TC SHC TC
3 AMO56NN1DEH/EU H 19.0 20.0 5.60 4.20 6.30 5.54 4.15 4.65
5 AMO56NNNDEH/EU H 19.0 20.0 5.60 4.20 6.30 5.54 4.15 4.65
6 AMO56NNNDEH/EU H 19.0 20.0 5.60 4.20 6.30 5.54 4.15 4.65
7 AMO56NNNDEH/EU H 19.0 20.0 5.60 4.20 6.30 5.54 4.15 4.65
Accessory
Address
Equip. Name Model Code Accessory
Main RMC
VRF AMO80BXMDGH/EU - - - -
3 AMO56NN1DEH/EU - - - - PC1BWFMAN
5 AMO56NNNDEH/EU - - - - PC4ASUFMAN
6 AMO56NNNDEH/EU - - - - PC4SUFMAN
7 AMO56NNNDEH/EU - - - - PC4ASUFMAN
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Piping (Continued)

System (VRF) (Continued)

Combination Ratio

i, DVMPro2.0

. . Block Load [kW] Max. Capacity [kW]
Operation Min. HOR
0,
Model Code CR [%] Mode (%]
CM HM CM HM
AMO80BXMDGH/EU 100.00 HP - - - 22.15 18.61
System Check Result
Checklist Restriction Value Design Result
Long pipe length is 15.60 m (Restriction: 100.00 m). 100.00 m 15.60 m
Total pipe length is 25.60 m (Restriction: 300.00 m). 300.00 m 25.60 m
Main pipe length is 1.70 m (Restriction: 80.00 m). 80.00 m 1.70 m
Pipe length from first Y-Joint to the farthest IDU is 13.90 m (Restriction: 40.00 m). 40.00 m 13.90 m
Height difference between ODU and IDU is 0.00 m (restriction: 30.00 m) (ODU higher 30.00 m 0.00m
than IDUs).
Height difference between ODU and IDU is 2.00 m (restriction: 30.00 m) (ODU lower 30.00m 2.00m
than IDUs).
HelghF (#fference between IDUs when there is no wall mounts with EEV is 0.00 m 30.00 m 0.00m
(restriction: 30.00 m).

Refrigerant

Factory Charging and Additional Refrigerant Amount

Refrigerant Amount [kg]

Factory Charging Refrigerant Amount 3.70
Additional Refrigerant Amount 2.33
Total 6.03
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Piping (Continued)

System (VRF) (Continued)
Piping Diagram

DU

Pipe Mat
R
3000
o525y 2 M 6.35j12.70(mm) o/ AMO56NN1DEH/EU | 3
1.70m[0EA 6.00moEA <= 5.54kW |4.15kW |4.65kW
(#]
05219050 A M g sgiiz70mm) @ AMOSGNNNDEH/EU | 5
2.00m|0EA 2.00m[0EA \/0 5.54kW |4.15kW |4.65kW
9.52|15.sa1mwrlr:(|J.vA1509M 6.35/12.70(mm) o AMO56NNNDEH/EU | 6
5.00m[0EA 6.00m|0EA 5.54kW |4.15kW |4.65kW
6.35/12.70(mm) o/ AMO56NNNDEH/EU | 7
2.00m[0EA ° 5.54kW [4.15kW |4.65kW
VRF |
AM080BXMDGH/EU  [if{
1 22.15kW [18.61kW k-

-The above system configuration may differ from The actual installation conditions.
Please refer to The installation manual for full details.
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Wiring and Controller

Wiring and Controller Diagram

MCA, 18.4A

DVM Pro 2.0
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-The above system configuration may differ from The actual installation conditions.
Please refer to The installation manual for full details.




SAMSUNG @ omrozo
Controller
Controller Diagram
g VRF
MCA, 18.4A
314]380-415|]50 ——— 1
Power meter Mw
MFA, 25A
WIIIIII‘
Wl
VRF
AMO080BXMDGH/EU

0A

Power meter

2

Circuit Breake:l

-The above system configuration may differ from The actual installation conditions.

Please refer to The installation manual for full details.
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Wiring

System (VRF)
Wiring Diagram

VRF
MCA, 18.4A

1
31413804151 50 @J—@
MFA, 253

VRF
AMOSOBXMDGHIEU

. DVMPro2.0

FIIF:
Fi/F2 F1/F2 F1F2
FiF2 I/ 4 T 4
P D
1008 = &
1121220240150 -2

7 s 6 3

AMDSENNNDEHIEY AMSENNNDEHIEY AMOSENNNDEHIEY 'AMOSENN1DEHIEU
FarFa |, FarFa |, FarFa |, FarFa |,
[FWRWG000R MWRWG00IN [FWRWG000R MWRWG00N

-The above system configuration may differ from The actual installation conditions.
Please refer to The installation manual for full details.
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Product Specification

VRF

Outdoor Unit

i, DVMPro2.0

Model Name

AMO080BXMDGH/EU

Power Supply @, #,V, Hz 3|4 |380-415 | 50
Mode HP
HP 8
Cooling Rated kw 22.40
Performance
Capacity Rated kW 22.40
Heating
Max kW 25.00
Cooling Rated kw 10.98
Power Input Rated kw 6.40
Heating
Max kW 7.79
Cooling Rated A 17.20
Power Current Input Rated A 10.00
Heating
Max A 12.20
Minimum Ssc MVA 3.40
Current MCA A 18.40
MFA A 25.00
Cooling EER W/W 2.040
Efficiency cop W/W 3.500
Heating
COP(Max) W/W 3.210
Body Gl Steel Plate
Casing Material
Base Gl Steel Plate
Type Fin & Tube
Fin Al
Heat Exchanger | Material
Tube Cu
Fin Treatment Anti-corrosion
Compressor Quantity EA 1
Type Propeller
Discharge direction Horizontal
Fan
Air Flow Rate High CMM 135
External Static Max Pa 29.42
Pressure
Type BLDC
Fan Motor Quantity EA 1
Output W 139
. Type Welding
zlplng . Liquid Pipe
onnections Diameter mm 9.52
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Product Specification

i, DVMPro2.0

VRF (Continued)
Outdoor Unit
o Type Welding
P
Clplng t Gas Pipe
onnections Diameter mm 19.05
Wiring o Min. mm’ 0.75
. Communication
connections Comm.Layer F1, F2
Type R410A
Refrigerant Factory Charging kg 3.70
CO2 emission tCO2e 7.73
Sound Cooling dB(A) 58
Pressure
Sound Level Heating dB(A) 59
Sound .
Power Level Cooling dB(A) 73
Net Weight kg 115.00
Shipping Weight kg 125.00
w mm 940
External Net Dimensions H mm 1420
Dimension D mm 330
w mm 995
Shipping Dimensions |H mm 1578
D mm 426
Min °C -5.0
Cooling
Operating Max C 48.0
Temp. Range Min °C 2200
Heating
Max °C 24.0
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Product Specification

VRF (Continued)

Indoor Unit

i, DVMPro2.0

Model Name

AMO56NN1DEH/EU

Power Supply @, #,V, Hz 1]2]220-240| 50
Mode HP/HR
Performance kW 5.6
Type Fin & Tube
Heat Exchanger Fin Al
Material
Tube Cu
Type Crossflow Fan
High cMM 16
Fan
Air Flow Rate Mid cMM 14
Low CMM 13
Type BLDC
Fan Motor Quantity EA 1
Output W 54
Type Flaring
Liquid Pipe
Diameter mm 6.35
Piping .
. Type Flaring
Connections Gas Pipe
Diameter mm 12.7
Drain Pipe Diameter VP20 (OD 25,ID 20)
Wiring o Min. mm’ 0.75
i Communication
connections Comm.Layer F1, F2
Type R410A
Refrigerant
Control Type EEV included
High dB(A) 41
Sound
Pressure Mid dB(A) 38
Sound Level
Low dB(A) 35
Sound .
Power Level Cooling dB(A) 59
Net Weight kg 13.50
Shipping Weight kg 17.30
w mm 1200
External Net Dimensions H mm 138
Dimension D mm 450
w mm 1435
Shipping Dimensions |H mm 224
D mm 525
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Product Specification

i, DVMPro2.0

VRF (Continued)
Indoor Unit
Model Name AMO56NNNDEH/EU
Power Supply @, #,V, Hz 1]2]220-240| 50
Mode HP/HR
Performance kW 5.6
Type Fin & Tube
Heat Exchanger Fin Al
Material
Tube Cu
Type Turbo Fan
High cMM 13
Fan
Air Flow Rate Mid cMM 11
Low CMM 10
Type BLDC
Fan Motor Quantity EA 1
Output W 65
Type Flaring
Liquid Pipe
Diameter mm 6.35
Piping .
. Type Flaring
Connections Gas Pipe
Diameter mm 12.7
Drain Pipe Diameter VP25 (OD 32,ID 25)
Wiring o Min. mm’ 0.75
. Communication
connections Comm.Layer F1, F2
Type R410A
Refrigerant
Control Type EEV included
High dB(A) 39
Sound
Pressure Mid dB(A) 36
Sound Level
Low dB(A) 33
Sound .
Power Level Cooling dB(A) 56
Net Weight kg 12.00
Shipping Weight kg 14.00
W mm 575
External Net Dimensions H mm 250
Dimension D mm 575
w mm 623
Shipping Dimensions |H mm 298
D mm 653




Predmjer i predracun

Termotehnicke instalacije

R.br

Opis pozicije Kolitinal M.jed

Jed. cijena (€)

Ukupno (€)

| A

KLIMATIZACIJA

1

Nabavka, isporuka i montaza spoljasnje jedinice VRF
sistema Eco varijanta, sledecih karakteristika:
Proizvodac: "Samsung"

Tip: AMO80OBXMDGH/EU

Rashladni kapacitet: 22.4 kW

Grejni kapacitet: 25.0 kW

Ulazna elektricna snaga: 5.7/4.8 kW

EER: 3.92

COP: 5.12

Napon: 380-+415/50/3

Dimenzije:SxVxD= 940x1420x330 mm

Tezina: 135 kg

Nivo zvuCne snage: 58 dB 1 kom

Nabavka, isporuka i montaza unutrasnjih kasetnih 1-
smjernih  "Wind free" jedinica, VRF sistema, u
kompletu sa neophodnim materijalom za montazu.

Proizvodac: "Samsung"

Tip: AMOS6NN1DEH/EU

Tip panela: PC1BWFMAN

Nominalni rashladni kapacitet: 5.6 kW

Nominalni grejni kapacitet: 6.3 kW

Dimenzije:1200 x 138 x 450 mm

Dimenzije panela:1474 x 122 x 566 mm

Prikljucci freona : 6.35/12.7 mm

El.prikljucak: 220 V 1 kom

Nabavka, isporuka i montaza unutrasnjih kasetnih 4-
smjernih "Wind free" jedinica, VRF sistema, u
kompletu sa neophodnim materijalom za montazu.

Proizvodac: "Samsung"

Tip: AMOS6NNNDEH/EU

Tip panela: PCASUFMAN

Nominalni rashladni kapacitet: 5.6 kW

Nominalni grejni kapacitet: 6.3 kW

Dimenzije:575 x 250 x 575 mm

Dimenzije panela:600 x 57 x 600 mm

Prikljucci freona : 6.35/12.7 mm

El.prikljucak: 220 V 3 kom

5,500.00 €

1,505.00 €

1,402.00 €

5,500.00 €

1,505.00 €

4,206.00 €
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4 Nabvka i isporuka racvi za razvod tecne i parne faze,
sledecih karakteristika :
Proizvodac: "Samsung"
Tip: MXJ-YA1509M 1 kom 101.00 € 101.00 €
Tip: MXJ-YA2512M 2 kom 140.00 € 280.00 €

5 Bakarni cjevovod za te¢nu i parnu fazu rashladnog
medijuma, za povezivanje spoljnih i unutradnjih
jedinica multi split sistema. Prije montaze
cjevovoda izvrSiti ¢iscenje i odmascivanije istog.
Cijevi su predizolovane sa sintetickim poliuretanom
debljine 9-13 mm. Izrazeno u metrima

@ 6.35 mm 20 kom 6.00 € 120.00 €
#9.53 mm 10 kom 8.00€ 80.00 €
g12.7 mm 20 kom 10.00 € 200.00 €
#15.88 mm 10 kom 12.00 € 120.00 €
2 19.06 mm 10 kom 14.00 € 140.00 €

6 Pomocni materijal za povezivanje i montazu
bakarnih cjevovoda (tiple, vijci, perforirana traka, alu
traka, elektro vezice, gas, zica za lem i sl.) Uzima se
25% od ukupne cijene bakarnih cjevovoda.

0.25 pausal 660.00 € 165.00 €
7 Nabavka, isporuka i montaza PPR cijevi za odvod
kondenzata iz unutrasnjih jedinica u kompletu sa
fitinzma. Kondenz se vodi do prikljucaka na
vertikalama kondenza ili sifonima.
825 40 m 1.26 € 50.40 €

Nabavka, isporuka i montaza ziCanog kontrolera
sledecih karakteristika:

Proizvodac: "Samsung"

Tip: MWR-WGO0JN

Kontrola: ON/OFF, zadata temperatura, rezim rada,
brzina ventilatora, smjer kretanja vazduha
Wind-Free ™ funkcija

Dodatna podeSavanja

ON/OFF tajmer

PodeSavanje ugla lopatica

Alarm reset za zamjenu filtera 4 m 153.00 € 612.00 €
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8 Nabavka, isporuka i montaza PPR fitinga za spajanje
kondezata od unutrasnjih jedinica do prikljucka na
vertikalu kondezata. Uzmia se 30 % od pozicije
cjevovoda kondezata.

9 Nabavka, isporuka i montaza LiYCY komunikacionog
kabla za meduvezu unutrasnjin jedinica sa
kontrolerima. Provodnik izolovan PVC masom. Plast
od beSavne PVC mase. Predvidjeti zaStitno PVC
rebrasto crijevo.

LIY-CY 2x0.75 mm2
PVC burzir 14/11

10 Ispitivanje sistema klimatizacije pod pritsiak azota.
Sistem napuniti pod pritisak od 30bar-a u trajanju
od 24h.

11 Vakumiranje sistema i dopuna sa freonom R32
nakon uspjesno izvrSene probe.

0.3

100
100

1

1

pausal

m

kompl.

kompl.

Termotehnicke instalacije

50.40 €

1.10€
0.30€

200.00 €

200.00 €

15.12€

110.00 €
30.00 €

200.00 €

200.00 €

| A UKUPNO KLIMATIZACIJA

13634.52|

| B VENTILACIJA

1 Nabavka, isporuka i montaza visokoefikasnog
rekuperatora toplote, sledecih karakterisitka:
Proizvodac: "Enpro"

Tip : EHR-S-1000

Tip kontrolera : CTR EHR-S TOUCH-SCREEN
Protok : 1000 m3/h

Eksterni pad pritiska : 180 Pa
Temperaturana efikasnost :73 %
Entalpijska efikasnost zimi: 71 %
Entalpijska efikasnost ljeti : 63 %

Ulazna elektricna snaga: 1.4-1.9 kW
Napon: 220-240V/1ph+N/50Hz
Dimenzije:SxVxD= 1129x1216x388 mm
Tezina: 79 kg

Nivo zvucne snage: 75 dB

2 Nabavka, isporuka | montaza elektrokanalnog
dogrijaca temperature, sledecCih karakteristika :
Proizvodac: "Enpro"

kom

1,900.36 €

3,800.72 €
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Predmjer i predracun

Tip: EKD-0-315-3

Namijenjen za rekuperator: ENPRO EHR-S 1000
Dimenzije (precnik x duzina): @315x373mm

Snaga elektro grijaca: 3,0 kW

Napon: 230 V

Minimalni protok vazduha: 425 m3/h

Nominalni protok vazduha: 1000 m3/h

Pad pritiska pri nominalnom protoku: 35 Pa 9

Nabavka, isporuka i montaza linijskog difuzora sa
plenumskom kutijom za distribuciju vazduha. Uz
difuzor se isporuCuje integrisan regulator koji
omogucava izuzetno jednostavno usmjeravanje
vazduha, sledecih karakteristika :

Proizvodac: "Enpro"

tip: LSD-1995-2-PL-@158-2

tip: LSD-990-3-PL-113-@198-1

tip: LSD-990-3-PL-0198-1

tip: LSD-990-2-PL-113-@158-1

W W w N

Nabavka, isporkuka i montaza aluminijske
protivkiSne Zaluzine, sledeccih karakteristika:

Proizvodac: "Enpro"

tip: FPR - A AL 500x370 4
tip: FPR-B @125 2

Nabavka, isporuka i montaza spiro kanala za
ventilaciju teretane i pomocnih prostorija.
Pocinkovani kanali su izradeni od visokokvalitetnog
hladnovaljanog Celicnog pocinkovanog lima DX51D
za hladno oblikovanje

U skladu sa standardima MEST EN 1506 i MEST EN
12237

@100
@125
@160
@200
@250 24

DS O O

NG}
~

Nabavka, isporuka i montaza potrebnog fitinga za
izsvodenje sistema ventilacije kao Sto su: koljena,
spojnice, t komadi, redukcije i blinde na

spiro kanalima.

U cijenu je uracunat materijal za vjesanje spiro
kanala, kao Sto su: tiple, brezoni, Selne sa gumom
i ostali potroSni sitni materijal, uzima se

kom

kom
kom
kom
kom

kom
kom

3 3 3 3 3

Termotehnicke instalacije

464.00 €

195.00 €
145.00 €
127.00 €
115.00 €

90.48 €
40.89 €

770 €
8.20 €
10.48 €
13.00 €
16.32 €

928.00 €

390.00 €
435.00 €
381.00 €
345.00 €

361.92 €
81.78 €

46.20 €
49.20 €
62.88 €
312.00 €
391.68 €



Predmjer i predracun Termotehnicke instalacije

50 % od prethodne stavke. 0.5 pausal. 861.96 430.98 €

Nabavka, isporuka i montaza termicke izolacije sa
strukturnom parnom branom za izolaciju kanala
(propusnost m=10000 u skladu sa EN 12086),
samogasive, na bazi sintetiCkog kaucuka.

Proizvodac: K-FLEX: debljina 13 mm 20 m? 450 € 90.00 €

Nabavka, isporuka i montaza aksijalnog ventilatora

sledecih karakteristika :

Tip : TT Max fi 125

Proizvodac: "Enpro"

Protok : 200 m3/h

Napor : 40 Pa

Snaga: 30W

Kontroler : CTR Basic2 2 kom 92.30 € 184.60 €

Nabavka i montaza neizolovanog fleksibilnog crijeva

za distribuciju vazduha.

Proizvodac: "Enpro"

tip : Isodec 102 10
tip : Isodec 128 10
tip : Isodec 158 10
tip : Isodec 198 10

3.50 € 35.00 €
420 € 42.00 €
5.00 € 50.00 €
5.70 € 57.00 €

3 3 3 3

Nabavka, isporuka i montaza aero ventila metalnog

bijelog, za ugradnju na gipsani plafon, sledecih

karakteristika :

Proizvodac: "Enpro"

tip: @100 4 kom 12.00 48.00

UKUPNO VENTILACIJA 8,522.96|

PRIPREMNO ZAVRSNI RADQVI |

Pripremni radovi:
a) obilazak gradilista i uzimanje mjera na licu mjesta

b) razmjeravanje i usaglasavanje sa ostalim

izvodacima radova

¢) doprema materijala na objekat

d) formiranje kancelarije i magacina, izrada skela,

obiljezavanije instalacije, uvodenje monterskih grupa

U posao i probija nje otvora za prodor cjevne i

kanalske instalacijel. kpl. 1 500.00 € 500.00 €



Predmjer i predracun Termotehnicke instalacije

2. Zavrsni radovi:
a) proba na pritisak kompletne cijevne mreze
d) uregulisavanje i dokazivanje parametara
instalacije
e) prikupljanje preostalog materijala i raSciS¢avanje
gradilista
f) izrada uputstava za rukovanje i odrzavanje sa
obukom korisnika. Uputstvo se predaje u tri
primjerka, od kojih je jedan uramljen i postavljen na
vidnom mjestu u podstanici.
g) tehnicki pregled, postupanje po primjedbama i
kvalitativna predaja instalacije Korisniku nakon
dobijanja upotrebne dozvole
h) atesti isporucene opreme i garancija na opremu i
instalaciju kpl. 1 500.00 € 500.00 €

3. lzrada projekta maSinskih instalacija u formi Glavnog
projekta - izvedenog stanja, odStampano i ukoriceno
u dva primjerka, kao i u elektronskom obliku. Uzima
se 3 % od vrijednosti radova.

pausal 1 500.00 € 500.00 €
[ C UKUPNO PRIPREMNO ZAVRSNI RADOVI 1,500.00 €]
REKAPITULACIJA

A UKUPNO KLIMATIZACIJA | 13,634.52€ |
B VENTILACIJA | 852296€ |
C UKUPNO PRIPREMNO ZAVRSNI RADOVI | 150000€ |

UKUPNOO | 23657.48€ |

PDV (21%) | 4968.07€ |

UKUPNO sa PDV (21%) | 28,62555€ |




LEGENDA
OZNAKA: OPIS: KOLICINA:
[Spoljasnja jedinica VRF sistema
Proizvodac: "Samsung"
Tip: AM0B0OBXMDGH/EU
Rashladni kapacitet: 22.4 KW
Grejni kapacn:et 25.0 kw
AMOBOBXVDGH/EU gggn;;\zekmma snaga: 5.7/4.8 kW f
COP: 5.12
Napon: 380+415/50/3
Dimenzije:SxVxD= 940x1420x330 mm
[Tezina: 135 kg
Nivo zvune snage: 58 dB
Unutrasnja jedinica VRF sistema
Proizvodat: "Samsung"
Tip: AMO5S6NN1DEH/EU
Tip panela: PC1BWFMAN
[Nominalni rashladni kapacitet: 5.6 kW
AMOSGNN1DEH/EU [Nominalni grejni kapacitet: 6.3 kW 1
Dimenzije: 1200 x 138 x 450 mm
Dimenzije panela:1474 x 122 x 566 mm
Prikljucci freona : 6.35 /12.7 mm
El prikljucak: 220 V
Unutrasnja jedinica VRF sistema
Proizvodat: "Samsung"
AMOSOBXMDGH/EU [Tip: AMO56NNNDEH/EU
_ [Tip panela: PC4SUFMAN
(dvod kondezala u spustenorm 22.4-25KW | spor SN JEDINICU MONTIRATI UZ FASADU T 3
lominalni grejni kapacitet
p/afONU - = OBJEA TA Dimenzije:575 x 250 x 575 mm
@25 Dimenzije panela:600 x 57 x 600 mm
Prikljucci freona : 6.35/12.7 mm
El.prikljucak: 220 V
Rekuperator toplote
Proizvodac: "Enpro"
Tip : EHR-S-1000
[Tip kontrolera : CTR EHR-S TOUCH-SCREEN
Protok : 1000 m3/h
gg 52)(0 gmm Eksterni pad pritiska : 180 Pa
| N efikasnost :73 %
MXJ-YA2512M EHR-5-1000 Fntalpijska efikasnost zimi: 71 % 2
Entalpijska efikasnost ljeti : 63 %
012.7x0.9mm Uiazna elekricna snaga: 1.4-1.9 kW
Napon: 220-240V/1ph-+N/50Hz
76.35%0.9mm Dimenzije:SAb0= 1129x1216¢388 mm
[Tezina: 79 kg
INivo zvucne snage: 75 dB
lektrokanalni dogrijac
Proizvodac: "Enpro”
Tip: EKD-0-315-3
[Namijenjen za rekuperator: ENPRO EHR-S 1000
Dimenzije (precnik x duzina): @315x373mm
219.05x0.9mm Odvod kondgzala u spustenom B0-0-315-3 e 2
Napon: 230 V
g‘g 52)(0 gm /ﬁfOnU [Minimalni protok vazduha: 425 m3/h
[Nominalni protok vazduha: 1000 m3/h
MXJ-YA2512M AMO56NNNDEH/EU 725 AMOS6NN1DEH/EU pec ortisa pri nominainom protoku: 35 Pa
6 3 5 6 kW 63—56 kW [Aksijalni ventilator
DY Tip : TT Max fi 125
Proizvodac: "Enpro"
TT Max fi 125 Protok : 200 m3/h 2
Napor : 40 Pa
[Snaga: 30W
[ontroler : CTR Basic2

£9.52x0.9mm

AMO56NNNDEH/EU
15.88¢0.9
%9 52;) QnTmm AMO56NN1DEH/EU
| 52X0). 6.3-5.6 kW
bzata U spustenom I (—— AMO80BXMDGH/EU
lafonu — 22.4-25 KW
425
MA-YAT509MA Odvod kondezala u spiistenom
l platonu
??5 | [[ ]] EHR-S 1000
o e 1000 m3/h
L T [[ ]] 180 Pa
412.7x0.9mm
012.7x0.9mm 09.52x0.9mm
09.52x0.9mm
AMO56NNNDEH/EU AMO56NNNDEH/EU \ EKP-D-315
6.3-5.6 kW 6.3-5.6 kW 3 kW
EKP-D-315
& 3 kW
Projektant: Investitor:
4 Objekat: Lokacija:
P
Glavni inzenjer: Paraf. Vrsta tehnicke dokumentacije:
Odgovorni inzenjer: Paraf. Dio tehnicke dokumentacije: Razmijera:
Saradnik: Prilog: Grafitka dokumentacija Br. priloga:
Crtez. Freonske Seme svih sistema
Datum izrade i M.P. Datum revizije i M.P.
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FPR-BJ 125 mm
LSD 990 3 PL* LSD 990 3PL* LSD 990 3 PL*
333m3/h 667 m¥h 1000 m¥h
Flexi ¢. 9 198 mm 0200 mm 0250 mm
& R
A\ Kanalski dogrijac
/J‘ 3K
1000 m¥%h i
7250 mm EHR-S 1000 m%h
T FPR-A 500x370 mm
N A=A 9UUXO/U MM
20w ! \ FPR-A 5004370 mm
0125mm N
667m%h 330m3h
7200 mm . 2200 mm
= = e )
333m3/h
Feric 0198 mm 333 m3/h 333 m3/h
) Flexi c. £ 198 mm Flexi c. 2198 mm
LSD 990 3 PL* LSD 990 31PL* LSD 990 3 PL*
[T TTIdX D TZO 11T °© :— [SD 79952/%* LSD 799 °©
ﬁ Ay . — G =
- 50 : 100 m¥h
55 3 g2 ,EE 2100 m Y
i u K
1 o T =1 PR
[ (( : =l FPR-B.0 125 mm
— 2 *
H K 1000 m¥h 7 0
:mmmeLa 0250 mm ‘ %
%
-%—
- -/ [
[ Ranalshi dogriac ¥
[ . 3/ 3,
| EHR-S 1000 m%h /—Q—LB W 7@03;)007 h
\ mm
ﬁ I 750 moh 5009
Ll o
= 2200 mm -
' J Al
250m = mih 250 mh
Flexic.  1088hm Flexi c. @ 158 mm exi c. 0 158 Flexi ¢. 158 mm
LSD 9902 PL* LSD 9902 PL* LSD 990 2PL* LSD 9202/3[*
I i '
A
FPR-A 500x370 mm FPR-A 500x370 mm

LEGENDA
OZNAKA: OPIS: KOLICINA:
[Spoljasnja jedinica VRF sistema
Proizvodac: "Samsung"
Tip: AM0B0OBXMDGH/EU
Rashladni kapacitet: 22.4 KW
[Grejni kapacitet: 25.0 kW
Ulazna elektricna snaga: 5.7/4.8 kW
AMO80BXMDGH/EU FER: 3.02 1
COP: 5.12
Napon: 380+415/50/3
Dimenzije:SxVxD= 940x1420x330 mm
[Tezina: 135 kg
Nivo zvune snage: 58 dB
Unutrasnja jedinica VRF sistema
Proizvodat: "Samsung"
Tip: AMO5S6NN1DEH/EU
Tip panela: PC1BWFMAN
[Nominalni rashladni kapacitet: 5.6 kW
AMOSGNN1DEH/EU [Nominalni grejni kapacitet: 6.3 kW 1
Dimenzije: 1200 x 138 x 450 mm
Dimenzije panela:1474 x 122 x 566 mm
Prikljucci freona : 6.35/12.7 mm
El prikljucak: 220 V
Unutrasnja jedinica VRF sistema
Proizvodac: "Samsung"
[Tip: AMO56NNNDEH/EU
[Tip panela: PC4SUFMAN
[Nominalni rashladni kapacitet: 5.6 kW
AMOSENNNDEH/EU [Nominalni grejni kapacitet: 6.3 kW 3
Dimenzije:575 x 250 x 575 mm
Dimenzije panela:600 x 57 x 600 mm
Prikljucci freona : 6.35/12.7 mm
El.prikljucak: 220 V
Rekuperator toplote
Proizvodac: "Enpro"
Tip : EHR-S-1000
[Tip kontrolera : CTR EHR-S TOUCH-SCREEN
Protok : 1000 m3/h
Eksterni pad pritiska : 180 Pa
efikasnost :73 %
EHR-5-1000 Entalpijska efikasnost zimi: 71 % 2
Entalpijska efikasnost ljeti : 63 %
Ulazna elektricna snaga: 1.4-1.9 kW
Napon: 220-240V/1ph-+N/50Hz
Dimenzije:SxVxD= 1129x1216x388 mm
[Tezina: 79 kg
INivo zvucne snage: 75 dB
lektrokanalni dogrijac
Proizvodac: "Enpro”
Tip: EKD-0-315-3
[Namijenjen za rekuperator: ENPRO EHR-S 1000
Dimenzije (precnik x duzina): @315x373mm
EKD-0-315-3 [Snaga elekiro grijaca: 3,0 kW 2
Napon: 230 V
[Minimalni protok vazduha: 425 m3/h
[Nominalni protok vazduha: 1000 m3/h
Pad pritiska pri nominalnom protoku: 35 Pa
[Aksijalni ventilator
[Tip : TT Max fi 125
Proizvodac: "Enpro"
TT Max fi 125 Protok : 200 m3/h 2
Napor : 40 Pa
[Snaga: 30W
[ontroler : CTR Basic2

AMO56NNNDEH/EU
6.3-5.6 kW
AMO5S6NN1DEH/EU
6.3-5.6 kW
—— AMO080BXMDGH/EU
22.4-25 kW
[[ ]] EHR-S 1000
1000 m3/h
I:l: ]] 180 Pa
\4 EKP-D-315
3 kw
EKP-D-315
= 3 kW
Projektant: Investitor:
Objekat: Lokacija:
Glavni inzenjer: Paraf. Vrsta tehnicke dokumentacije:
Odgovorni inzenjer: Paraf. Dio tehnicke dokumentacije: Razmijera:
Saradnik: Prilog: Grafitka dokumentacija Br. priloga:
CrteZ:

Freonske Seme svih sistema

Datum izrade i M.P.

Datum revizije i M.P.
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©

VRF
AMO80BXMDGH/EU
22.15kW| 18.61kW

MXJ-YA2512M
9.52|19.05(mm) o

6.35/12.70(mm) (© AMO56NN1DEH/EU | 3

VRF

Power meter

®

1.09A
1] 2| 22p-240 | 50

MCA, 18.4A
3|4 38p-415 | 50[

ircuit Breaker

MFA, 25A

[T]

VRF
AMO080BXMDGH/EU

6.oom|oEA‘='®"5~54kW [4.15kW |4.65kW

Power meter

ircuit Breaker

Freonske Se

me svih sistema

1.70m|0EA
9.52“9‘05%%“/2512“” 6.3511270mm) — . (0) AMOS6NNNDEH/EU | 5
py— zoomoea ] B[5.54kW [4.15KW |4.65kW
‘ @)
MXJ-YA1509M
952/1588(mm) 6.3512.70(mm) @ AMO56NNNDEH/EU | 6
coomora L B[ 5.54kW [4.15KW |4.65kW
5.00m|0EA : = o
635/12.70(mm) @ (D AMO56NNNDEH/EU | 7
HFssakw (415w j465kw
©)
F1/F2+l/ T F1/F2 T F1/F2 T F1/E2
F1/F2 I /4 | 4 [ ]
oo oo oo H =
;MOS6NNNDEH/EU iMOSGNNNDEH/EU iMOSSNNNDEH/EU iMOSGNN’\DEH/EU
F3/F4 F3/F4 F3/F4 F3/F4
1F
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Projektant: Investitor:
Objekat: Lokacija:
Glavni inzenjer: Paraf. Vrsta tehnicke dokumentacije:
Odgovorni inZenjer: Paraf. Dio tehnicke dokumentacije: Razmijera:
Saradnik: Prilog: Grafitka dokumentacija Br. priloga:
CrteZ:

Datum izrade i M.P.

Datum revizije i M.P.
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